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1. Introduction  
Salt weathering, also called salt crystallization or physical salt attack, is defined as the basic 
degradation mechanism that a porous material, such as stone and masonry, undergoes at 
and near the Earth’s surface [1]. The parts of porous materials in contact with relatively dry 
air near the Earth’s surface will be severely deteriorated but the parts buried in salts 
environment look sound.  
Generally, the idea of sulfate attack on concrete means that a complex physiochemical 
process including several harmful productions formation through chemical reaction, such as 
ettringite and gypsum, following the crystal growth of these productions in cracks or pores 
resulting in concrete damage. However, another concept was given more and more 
attention that “salt weathering/physical salt attack” on concrete partially exposed to 
environment specially containing Na2SO4 or MgSO4. ACI (American Concrete Institute) 
created a new subcommittee, ACI 201-E (Salt Weathering/Physical Salt Attack) in 2009. In 
2011, an ballot was performed to discuss if it is necessary to separate the “physical salt 
attack” from chapter 6 “sulfate attack” as chapter 8 for ACI 201.2R. There were also more 
and more reports discussing this topic [2-9]. It seems that this topic will be high interest and 
relevance for the concrete community. 
Certainly, concrete is also a kind of porous material. When partially exposed to an 
environment containing salts (especially sodium sulfate), such as in the case of a foundation, 
dam, column, flatwork and tunnel, a large amount of efflorescence will appear on the 
surface of the concrete accompanied with a similar scaling manner as salt weathering 
distress on masonry, showing a freezing-and-thawing-like deterioration on the surface of 
concrete [2] (Fig. 1). Therefore, concrete technologists logically and involuntarily define this 
phenomenon as salt weathering distress on concrete or physical attack on concrete.  
Apparently, it seems reasonable to attribute salt weathering to the decay of concrete 
partially exposed to sulfate environment. Concrete technologists subjectively accepted that 
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salt weathering or salt crystallization cannot be avoided in concrete, because concrete is also 
a kind of porous material similar to stone. However, in effect, some field and indoor 
research results of “salt weathering” distress on concrete have shown a number of 
appearances opposite to the basic principles of salt weathering on porous materials. 
Therefore, it is necessary and imperative to present this problem to avoid further confusion. 
  
Fig. 1. Deterioration of railway tunnel (Southwestern Region, China) 
This review paper includes three parts. First, the basic principles of salt weathering on 
porous materials are reviewed. Second, some field and indoor tests of “salt weathering” on 
concrete by sulfates are presented. Some appearances, which were generated by “salt 
weathering” on concrete but were opposite to the basic principles of salt weathering on 
porous materials, are analyzed in detail. Several points that need further study are 
presented in the third part. 
2. Salt weathering distress on porous materials 
2.1 Salt crystallization in pore  
The work of Carl W. Correns on crystallization pressure is undoubtedly a milestone in the 
field of durability of porous materials [10], and the equation (Eq. (1)) exhibited in his paper 
written in 1949 for crystallization is broadly used and quoted. 
 ln( )
RT C
P
v Cs
=   (1) 
Where R is the ideal gas constant, T is the absolute temperature, v is the molar volume, C is 
the concentration of solution, and Cs is the concentration of saturated solution. C/Cs is the 
supersaturation.  
The above equation indicates that supersaturation is the key factor for crystallization. The 
supersaturation should be maintained during the process of salt crystallization. The crystal 
will grow until the supersaturation is consumed. He also pointed out that a thin layer/film 
of aqueous solution always remains between the crystal and the internal solid walls of the 
porous network. The thin layer allows the solute to diffuse from the pore solution to the 
crystal surface that is growing against the pore wall. If this thin layer did not exist, the 
crystal would go into contact with the pore wall, the growth would stop and no 
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crystallization pressure would form [11]. Diffusion through this thin layer will equalize the 
concentration at the tip of the crystal and in the gap between the side of the crystal and the 
pore wall [12] [13]. The concentration and mobility of ions within this gap have a profound 
impact on the crystallization stress [14].  
On the other hand, for a crystal, when the equilibrium is established between solution and 
crystal, the solubility product will satisfy: 
 ln( )cl cl
RT C
v Cs
γ κ =   (2) 
Where, γcl is the crystal /liquid interfacial energy; κcl is the surface curvature of crystal. Eq. 
(2) means two facts: a smaller spherical crystal is in equilibrium with a higher concentration 
than a larger flat crystal (equilibrium growth). The larger crystal (a relatively flat crystal) 
will grow and consume the supersaturation. Consequently, the smaller crystal will dissolve 
and the liberated solution will diffuse to the larger crystal (non-equilibrium growth) [14]. 
For equilibrium growth, a confined crystal can only exert stress if it is in contact with a pore 
solution that is supersaturated with respect to the unloaded face of the crystal [15]. The stress 
can be obtained by Eq. (3) [11]: 
 ( )C EW cl cl clσ = γ κ − κ   (3) 
Where, Eclκ  is the curvature of the pore entrance (labeled point E), and 
C
clκ  is the curvature 
of other internal points (labeled point C) (Fig.2).  
 
Fig. 2. Schematic of crystal of salt growing in a pore [14] 
Because Eclκ is less convex (positive) than
C
clκ , the compressive strength is negative, but it 
creates a tensile stress in the hoop direction around the pore. This tensile stress is the 
destructive “crystallization pressure” A high equilibrium crystallization pressure requires a 
confined crystal in a pore of any geometry with a very small pore entrance [16]. Therefore, the 
stones with a bimodal pore size distribution are extremely susceptible to salt attack [17-19]. 
For non-equilibrium growth, all of the crystals in internal pores of a matrix with a distribution 
of pore sizes are unstable with respect to macroscopic crystals that nucleate in large voids. 
During the drying (evaporation) or in the presence of a sharp temperature gradient, the 
smaller crystals will dissolve and feed the growth of the larger one, reaching another 
equilibrium. During this equilibrium, a high transient stress can be produced (Eq. (4)) [14]. 
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 ln( )
gCL
W
s m
R T C
r V Cs
γ
σ = −   (4) 
Where, rs is the radius of the small pore entrance.  
The duration and intensity of the transient crystallization pressure depend on three factors 
[14]: (1) the rate of supply of solute; (2) the rate of growth of crystal; (3) the rate of diffusion of 
solute to macro-pores. High evaporation can result in high supersaturation, and increase the 
growth of crystal and result in a high transient stress [14] [20], leading to severe damage by salt 
crystallization.  
The supersaturation can be produced by cooling, evaporation and drying and wetting cycle. 
If the temperature dependence of the solubility of a salt is high, a drop of temperature can 
result in supersaturation. Supersaturation caused by evaporation always occurs when one 
face of the porous material is in contact with the solution and the other face is exposed to 
relatively dry conditions, i.e., the salt weathering process.  
As to the relationship between strength and durability of porous materials, it always shows 
positive correlation [21-23]: porous materials with higher strength can suffer stronger salt 
crystallization distress. 
2.2 Characteristics of salt weathering distress 
In the process of salt weathering, efflorescence and sub-efflorescence will occur. 
Efflorescence always occurs on the surface of the material, and shows little or no damage. 
On the contrary, sub-efflorescence forms under the material surface and results in 
significant damage [24-26]. Some interesting studies showed that addition of ferrocianides 
([Fe(CN)6]4-) can promote NaCl efflorescence growth as opposed to sub-efflorescence 
growth in porous stones, and minimize salt damage [27, 28].  
Wick action is the transport of water (and any species it may contain) through a concrete 
(porous material) element face in contact with water to a drying face with less than 100% 
relative humidity of air [29]. The mechanism involves capillary sorption and evaporation.  
During the process of wick action, if there is no evaporation, the solution level can increase 
through capillary rise in the concrete according to Eq. 5: [30]  
  
2 cos
LVh
rg
γ ⋅ θ
=
ρ
  (5) 
where h is the height of capillary rise, γLV is the liquid/vapor interfacial energy, θ is the 
contact angle, r is the pore radius, g is the gravitational acceleration, and ρ is the density of 
the solution. In the case of water in concrete cosθ≈1, γLV is ~ 400 mJ·m-2, and r is the typically 
10~100nm. Therefore, h is about 1-10m. However, the pores will easily lose water due to 
evaporation. The pores of 10 um will start to empty when the relative humidity is lower 
than 95%. So, when the relative humidity is lower, h will decrease. After some time, a state 
of equilibrium (wet-drying interface) may be reached. Then the rate of water entering the 
concrete by capillary sorption matches the rate of water leaving the opposite face of the 
concrete element by water vapour diffusion.  
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If the water is containing salts, these salts cannot be carried by the vapour and therefore 
build up at this position. This concentration effect causes back-diffusion of salt away from 
the wet-dry interface. If the salts concentration near the wet-dry interface ever exceeds the 
solubility of the salt compounds present, precipitation is likely to occur [31-34]. The 
absorption-diffusion relationship can be described by the definition of the Peclet number [34]: 
  
m c
hL
Pe
D
≡
θ
  (6)  
Where, h (m3 m-2 s-1) is the drying rate, L (m) the length of the sample, and θm (m3 m-3) the 
maximum fluid content by capillary saturation. Dc (m2 s-1) is the diffusion coefficient of the 
ions in the moisture in the porous medium. For Pe<<1 diffusion dominates and the ion-
profiles will be uniform, whereas for Pe>>1 absorption dominates and ions will be 
accumulated at the drying surface. 
Y. T. Puyate et al discussed the chloride transport due to wick action in the concrete in detail 
[31-34]. One vital conclusion is that it was the vapour pressure of the solution and the relative 
humidity of air which control the position of the wet-dry interface [33]. The position of dry-
wet interface locates in the inner of the concrete faced to a low relative humidity situation 
(0%) (Pe>>1), and a sharp peak of chloride concentration exceeding the saturation value 
occurs [34]. In contrast, in a high relative humidity condition (78%) (Pe<<1), the location of 
the interface is close to the concrete surface [31, 32]. Therefore, high evaporation can induce 
severe crystallization distress. 
Nuclear magnetic resonance (NMR) is used to study the crystallization of sodium chloride 
due to wick action. Measuring the moisture and ion profile in a fired-clay brick cylinder (Ø 
20×45mm), an efflorescence pathway diagram is plotted [35, 36] as shown in Fig. 3. 
 
Fig. 3. Efflorescence pathway diagram [35] 
According to this diagram (Fig.3), when Pe<<1, i.e. very slow drying or high relative 
humidity, the ion profile remains homogeneous and for some time no crystallization will 
occur. The average NaCl concentration slowly increases until the complete sample has 
reached saturation, forming a high concentration pore solution zone. When Pe>>1, i.e. very 
fast drying or low relative humidity, ions are directly advected with the moisture to the top 
of the sample and a saturation peak will build up with a very small width. If the rate of 
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crystallization is high enough, i.e. if there are enough nucleation sites at the top to form 
crystals, the average NaCl concentration of the solution in the sample itself will remain 
constant at nearly the initial concentration. 
The mechanism of efflorescence is the crystals growing at a free surface: the crystals in the 
pores cannot be stable and will dissolve and diffuse towards the atmosphere (an infinite 
pore) (Eq.2). Because the crystals are in contact with the solution only in their bases, they 
cannot grow laterally but form long needles like whisker [14]. This is the reason why 
efflorescence is un-harmful for the porous materials. Sub-efflorescence precipitates when the 
evaporative flux is greater than the capillary flux in the porous materials where the solution 
is supplied by the capillary suction and evaporation [37].  
In summary, the efflorescence and sub-efflorescence of salt weathering distress on the 
porous material can be schematically shown in Fig. 4. 
 
(a)    (b)     (c) 
Fig. 4. Schematic of salt weathering distress on porous material. 
(a) no evaporation condition, (b) low evaporation condition, (c) high evaporation condition 
As we know, the capillary absorption just occurs in the interconnected pores between air and 
water. When a porous element is partially subjected to the sulfate solution under no 
evaporation condition, a pore solution zone will be formed as shown in Fig. 4(a). The solution 
cannot rise from the solution surface to the top of the element by capillary absorption due to 
few or no interconnected pores from the bottom to the top in a relatively long distance. The 
interconnected pores can form from the solution surface to the side surface of the element in a 
relatively short distance, resulting in the generation of capillary absorption. 
Under a low evaporation condition, the wet-dry interface can occur in the tip of the pore 
solution zone, where the rate of evaporation is fast compared with the rate of solution rise, 
because solution rises into the bulk at a rate that decreases with height. At the same time the 
sulfate concentration of pore solution will slowly increase until the complete sample has 
reached saturation, forming a high concentration pore solution zone, where the 
efflorescence occurs. Near the solution a liquid film occurs on the surface of the element, 
where the rate of rise if fast compared with the evaporation and the sulfate concentration is 
close to the exposure solution [20]. In this case the deterioration due to salt crystallization is 
minor (as shown in Fig. 4 (b)). 
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Under a low relative humidity condition, due to the high evaporation rate, the position of 
the wet-dry interface will move to the inner part of the element and closer to the bottom of 
the element, where a saturation peak will build up with a very small width, forming 
supersaturation, and resulting in sub-efflorescence and more severe deterioration. The 
breadth of efflorescence zone decreases and the average concentration of the pore solution 
will remain constant at nearly the initial concentration of exposure solution (as shown in 
Fig. 4 (c)). 
2.3 Crystallization of Na2SO4 and MgSO4  
Sodium sulfate is known to be a salt that causes the worst crystallization decay on porous 
materials and has become widely used in accelerated durability testing [38]. However, the 
sodium sulfate system is complicated, because under different conditions (temperature and 
relative humidity), it will form two stable phases (thenardite, Na2SO4 and mirabilite, 
Na2SO4·10H2O) or one metastable phase (heptahydrate, Na2SO4·7H2O) [12, 13] [39]. The 
metastable phase (Na2SO4·7H2O) is formed during the rehydration of the anhydrous sodium 
sulfate phase (Na2SO4) to the nucleation of mirabilite. Prior to mirabilite [12] [39], the 
crystallization pressure exerted by heptahydrate does not cause damage under the condition 
of the cooling experiments [36], and it can not be observed in building stone [13].  
Regarding the damage caused by the crystallization of sodium sulfate, there are two 
views. One school thinks that the crystallization of thenardite is more destructive [40], 
because the crystallization of thenardite can generate higher pressure than mirabilite at 
the same supersaturation [41]. However, more and more experimental results support 
another school that the dissolution of thenardite producing a solution highly 
supersaturated with respect to mirabilite will cause the precipitation of mirabilite and 
result in the damage of porous materials [13] [38]. I.e. the transformation between thenardite 
and mirabilite can generate severe large crystallization pressure, resulting in porous 
materials damage. 
The only naturally occurring members of the MgSO4·nH2O series on Earth are epsomite 
(MgSO4·7H2O, 51 wt% water), hexahydrite (MgSO4·6H2O, 47 wt% water) and kieserite 
(MgSO4·H2O, 13 wt% water). In aqueous systems, epsomite is stable at T below 48.4oC, 
hexahydrite is stable in the T range 48.4–68 oC, and kieserite is stable at T > 68 oC [42]. Thus, at 
the normal temperature, the crystallization of epsomite (MgSO4·7H2O,) is the distress 
reason.  
2.4 Summary  
In summary, according to above review, the following basic principles of salt weathering on 
porous materials can be concluded: 
1. Supersaturation is the key factor for salt crystallization. During the process of salt 
weathering the supersaturation must be maintained at a high level. 
2. High evaporation results in the formation of strong sub-efflorescence, causing severe 
deterioration. Low evaporation results in weak crystallization distress but causes the 
formation of a pore solution zone with high concentration in the part of porous 
materials in contact with air.  
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3. Experimental studies of “salt weathering” on concrete 
3.1 Long term field tests 
Since 1940, a long-term study of “salt weathering” on concrete was carried out by the 
Portland Cement Association (PCA) [43-45]. Thousands of concrete beams (152×152×762mm) 
were laid horizontally to a depth of 75 mm in sulfate rich soils (about 5.6% sulfate ion by 
weight of soil) basins in Sacramento, California. About 10 to 12 wetting and drying cycles 
are carried out every year. As the experiment progressed, commercial salts were added into 
the soils to replenish losses through leakage, overflow, and possibly other undetermined 
causes. Water was added to the basins just before the soils began to show drying to maintain 
the soils saturated.  
Three reports were published [43-45]: the first [43] provided the experimental results of initial 
set of beams resistance to sulfate attack between 1940 and 1949. The second [44] described the 
performance development of concrete beams for 5 years field exposure to soils containing 
sodium sulfate. The third [45] introduced the experimental results for 16 years exposure.  
Some other five years field tests were carried out by Irassar and Di Maio [46]. Concrete 
cylinders with the size of Ø150 × 300mm were buried at half height in a soil containing 
approximately 1% sodium sulfate. There are several important common experimental 
observations of the above field experiences: 
1. The parts of the beams above ground, regardless of their cement content, cement 
composition, mineral additions, surface treatments and type of coarse aggregates, were 
deteriorated severely. The parts of the beams under ground, however, show little or no 
deterioration;  
2. Pozzolanic additions, such as fly ash, furnace slag or silica fume, play a negative role in 
the performance of concrete exposed to these conditions; 
3. The water-to-cementitious material ratio (W/CM) is the primary factor affecting the 
durability and performance of concrete in contact with sulfate soils: applying a low 
W/CM ratio results in a higher resistance to sulfate attack; 
4. According to XRD, optical microscopy and SEM analysis, a large amount of chemical 
sulfate attack products, such as ettringite, gypsum and thaumasite, were identified in 
the upper part of concrete in contact with air. However, the samples for these tests were 
drilled with water [45, 46]. 
Concerning the deterioration mechanism, researchers attributed the failure of concrete to 
physical attack or salt crystallization. However, in effect the experimental results cannot be 
explained by salt weathering. Fig. 5 is the evolution of visual rating of the upper part of 
concrete in contact with air, obtained by Irassar and Di Maio [46]. 
In the test, the mix proportions of different mixes (the ratio of water : binder : sand : 
aggregate ) were almost the same with different dosages of fly ash, slag and natural 
pozzolan. From Fig.5, we can deduce some interesting observations: 
1. Comparing concrete H1 and H2, the difference between them was the air content, 
namely 1.3% resp. 4.4%. Thus, if the damage mechanism of the upper part of concrete 
was caused due to salt weathering, there would be a big difference in visual rating of 
these two concretes due to the different pore structures. However, after 5 years 
exposure the visual ratings were almost the same.  
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2. As to the role of mineral additions, with the increase of dosage of fly ash and natural 
pozzolan, the concrete cylinders showed worse visual observation. This may be 
explained by the fact that salt crystallization in smaller pores can form higher 
crystallization stress due to the refinement of mineral additions. On the other hand, if 
we compare concrete H3 and H5, H4 and H6, we can find that with the same dosage the 
natural pozzolan (H5 and H6) played a more negative role in concrete damage than fly 
ash (H3 and H4). However the compressive strength of reference cylinders of H5 and 
H6 were higher than H3 and H4 respectively. The tests of PCA also showed similar 
results. This appearance cannot be explained by the salt weathering.  
3. Comparing the normal concrete and blended concrete, Irassar et al [46] attributed an 
increase in capillary suction height caused by the pore size refinement of mineral 
addition to the more severe deterioration of blended concrete. However, this is in 
conflict with the following observations. Following the explanation based on the height 
of capillary sorption, concrete with a low W/C ratio should be more susceptible to salt 
weathering than with high W/C ratio. In the paper by Nehdi and Hayek [47], we can 
find that the sorption height of mortar with W/C of 0.45 is higher than with W/C of 0.6. 
If the above explanation is right, the mortar with low W/C (0.45) should be more 
susceptible to damage than the mortar with high W/C (0.6). Obviously, this conclusion 
is opposite to the result of field tests.  
 
Fig. 5. Evolution of visual rating at the atmosphere part of concrete [46] 
Besides, there are also some field cases, in which a wide variety of efflorescence salts 
(sodium sulfate, sodium chloride and magnesium sulfate) were routinely observed on the 
evaporating surface of the foundation concrete in South California [48, 49] However, the 
damage was not caused by salt crystallization. Much of the cement paste had lost its 
integrity, mainly as a result of the removal of portlandite, de-calcification of the calcium 
silicate phases and the ultimate replacement of calcium with magnesium in many of the 
cementitious compounds. Many reaction products, in particular magnesium silicate hydrate, 
brucite, Friedel’s salt (3CaO·Al2O3·CaCl2·10H2O), sodium carbonate and thaumasite were 
found at some depth within the concrete. 
Another interesting case [50] concerns the slabs of Yongan Dam, which is in Keshi, Xinjiang, 
P.R. China, where the land is arid and rich in various kinds of salts, especially sulfate salts. 
The slabs were constructed in August – October 2003. The air temperature fluctuates 
significantly: the highest temperature is up to 37 oC and at night it is only 15-20 oC. Within 
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this temperature range, the transformation between thenardite and mirabilite can occur. 
However, it was found that the slabs became gray and mushy throughout the thickness 
where they were in contact with groundwater due to thaumasite sulfate attack.  
In summary, according to the above analysis the appearances of long term field tests did not 
show convincing evidences to support “salt weathering” causing the deterioration of 
concrete partially exposed to sodium sulfate environment.  
3.2 Indoor tests 
Rodriguez-Navarro and Doehne [26] studied the effect of evaporation on salt weathering 
distress on stone. After 30 days of exposure to a saturated sodium sulfate solution at 
constant 20 oC, larger amounts of efflorescence and lower weight losses were observed 
when the crystallization took place at a relative humidity of 60% instead of at 30% RH. 
H. Haynes and his coworkers [9] carried out some tests partially exposing the same 
concrete cylinders to 5% NaCl and Na2CO3 solutions. Severe damage was observed for 
concrete cylinders, which were placed in constant environment at 20 oC and 54% relative 
humidity from day 28 to day 530, and then at 20 oC and 32% RH from day 530 to day 
1132. The specimens kept in a constant environment at 20 oC and 82% relative humidity 
from day 28 to day 1132 looked sound. These observations can be explained by the fact 
that a low relative humidity results in more evaporation, leading to sub-efflorescence [20] 
that forms deep in the material and results in significant damage [24,25] as explained in the 
section 2.2. 
 However, contradictory observations can be found with respect to concrete exposed to 
sodium sulfate solution [51]. Two concrete specimens with the same mixture proportions 
were partially immersed in 10% Na2SO4, solution. One specimen was placed at 80%±5% RH 
and the other was placed at 30% ±5%. After 75 days of exposure to a constant temperature of 
25 oC, the specimens at 80% RH showed signs of deterioration first over a very large area, 
starting from above the solution level. On the contrary, at 30% RH, the zone of deterioration 
was narrower and was situated at a certain distance above the solution level. In this case, the 
first sign of deterioration was a crack, not spalling (shown in Fig. 6).  
 
Fig. 6. Concrete cylinders exposed to sodium sulfate solution for 75 days [51] 
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Similar results were also observed in the tests performed by H. Haynes and his coworkers 
[2]. Narrower spalling zone was found in case of concrete specimens exposed to constant 
environment at 20 oC and 54% relative humidity from day 28 to day 530, and then at 20 oC 
and 32% RH from day 530 to day 1132. Extensive spalling zone was found under constant 
environment at 20 oC and 82% relative humidity from day 28 to day 1132. These tests will be 
discussed in detail as follow. 
3.2.1 H. Haynes tests 
[2, 9]
 
H. Haynes and his coworkers performed very important and systemical tests about the salt 
weathering distress on concrete. In the two papers [2, 9], different ambient conditions were 
created within storage cabinets whose temperature and relative humidity were controlled. 
The concrete cylinders (Ø76 × 145mm) were partially exposed to 5% Na2SO4, NaCO3 and 
NaCl solutions. A partial submergence condition was achieved by wetting the specimen to a 
height of 25 mm. At the height of 50mm, a plastic cover to the container functioned as a 
quasi-vapor retarder to minimize evaporation. The plastic cover did not touch the cylinder. 
Hence, within the region of 25 to 50mm the cylinder was exposed to a moist environment. 
Above 50mm (2 in.), the concrete was exposed to ambient environmental conditions. In the 
test program the author said that “the sulfate solution and tap water were replaced on a 
monthly basis; however, replacements for evaporation loss were provided at 2-week 
intervals. Much of the solution evaporated in the 40 °C and 31% relative humidity 
environment where, in general, at the end of 2 weeks, minor amounts of solution remained; 
and at times, no solution remained”.  
The tests were divided into two Phases for 3.1 years. The performance of concrete cylinders 
under five storage conditions was studied in detail, the exposures were: 
Condition 1: steady at 20°C and 54% relative humidity from 28 to 530 days (Phase I), and 
then 20°C and 32% relative humidity from 530 to 1132 days (Phase II), 
Condition 2: steady at 20°C and 82% relative humidity from 28 to 530 days (Phase I ), and 
then from 530 to 1132 days (Phase II), 
Condition 3: 40°C and 74% relative humidity from 28 to 406 days (Phase I), and then 40°C 
and 31% relative humidity from 406 to 1132 days (Phase II), 
Condition 4: 2-week cycles between 20°C and 54% relative humidity and 20°C and 82% 
relative humidity from 28 to 530 days (Phase I), and then 2-week cycles between 20°C and 
31% relative humidity and 20°C and 82% relative humidity from 530 to 1132 days(Phase II),  
Condition 5: exposed to 2-week cycles between 20°C and 82% relative humidity and 40°C 
and 74% relative humidity from 28 to 406 days(Phase I), and then 2-week cycles between 
20°C and 82% relative humidity and 40°C and 31% relative humidity from 406 to 560 (847) 
days (Phase II).  
The effects of Na2SO4, Na2CO3 and NaCl were compared. The visual observation was 
photographed, the average mass of scaling materials was collected, the species of concrete 
were identified by petrographic analysis, and chemical analysis was employed to study the 
ions distribution. According to the experimental results, they concluded that salt weathering 
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plays the predominant role in concrete damage. However, there are a few questionable 
points about the relationship between the evidences and the conclusion based on the basic 
principles. 
3.2.1.1 Visual observation of concrete cylinders 
According to the photographs of visual observation at the end of exposure, we can find that: 
1. When concrete cylinders were exposed to Na2SO4 solution, as abovementioned the 
concrete cylinders exposed to high relative humidity condition were deteriorated more 
severely than low relative humidity condition (as shown in Fig. 7). 
  
Condition 1     Condition 2 
Fig. 7. Visual observation of concrete deterioration. Condition 1: steady at 20°C and 54% 
relative humidity from 28 to 530 days (Phase I), and then 20°C and 32% relative humidity 
from 530 to 1132 days; Condition 2: steady at 20°C and 82% relative humidity from 28 to 530 
days (Phase I ), and then from 530 to 1132 days [2] 
Correspondingly, Fig. 8 shows the visual observation of concrete exposed to Na2CO3 and 
NaCl solutions under Condition 1 and Condition 2. 
 
      (Na2CO3) 
Condition 1     Condition 2 
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 (NaCl) 
Condition 1     Condition 2 
Fig. 8. Visual observation of concrete deterioration exposed to Na2CO3 and NaCl solutions [9] 
2. Under Condition 3 (40°C /74%RH, 40°C /31%), concrete showed the most significant 
scaling in the case of NaCl, on the contrary, the concrete showed least scaling in the 
cases of Na2CO3 and Na2SO4 solutions. These appearances are contradictory because the 
concretes should show similar scaling manners due to the salt weathering in case of 
Na2CO3 and NaCl solutions. If the mechanism of concrete damage is also salt 
weathering in case of Na2SO4 solution, the concrete should also show similar scaling 
manners in NaCl solutions. If the mechanism of concrete damage is the chemical sulfate 
attack, the scaling manners of concrete cylinders by Na2CO3 and Na2SO4 solutions 
should show big difference. The possible reason of the above contradictory appearances 
may be the fast evaporation rate of Na2CO3 and Na2SO4 solutions. At high ambient 
temperature, Na2CO3 and Na2SO4 solutions would dry up soon, but some NaCl solution 
would remain. The tests under Condition 3 should be further studied to avoid the effect 
of evaporation of solution.  
3.2.1.2 Mass of scaling materials 
During Phase I from 28 days to 406 or 530 days: the worst damage occurred under 
Condition 5 (cycle 20°C/82% RH and 40°C/70% RH) in the case of Na2SO4 solution (the 
mass of scaled material was about 16g). However, in the case of Na2CO3 solution the worst 
damage appeared under Condition 1 (20°C/54% RH) (the mass of scaled material was just 
about 2.8g). This means that high RH can accelerate concrete damage by Na2SO4. 
During Phase II from 406 or 530 days to the end of tests:  
1. In the case of Na2SO4 solution the mass of scaled material under Condition 1(20°C/32% 
RH) was less than Condition 2(20°C/82% RH). The opposite appearance was observed 
in case of Na2CO3: the mass of scaled material was about 22g under Condition 
1(20°C/32% RH) and about 1g under Condition 2 (20°C/82% RH). Similar appearance 
also observed in the case of NaCl solution.  
2. The mass of scaled material of concrete under Condition 1 (20°C/32% RH) was less 
than Condition 4(cycle 20°C/82% RH and 20°C/31% RH) in case of Na2SO4. However, 
the mass of scaled material of concrete under Condition 1 (20°C/32% RH) was almost 
the same as Condition 4(cycle 20°C/82% RH and 20°C/31% RH) in the case of Na2CO3. 
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Corresponding to Phase I, this also means that high RH is in favor of the deterioration 
effect of Na2SO4 on concrete.  
3.2.1.3 Petrographic analysis 
According to petrographic analysis, abundant gypsum deposits were detected in large and 
small cracks, microcracks and voids near the surface of concrete. However, the authors 
presented two points to show that gypsum cannot result in concrete damage: 
1. “Although trace amounts of gypsum were found near the outer surfaces, gypsum 
formation is a one-time occurrence, whereas crystallization of mirabilite and thenardite 
occurred repeatedly due to the biweekly cyclic changes in environmental conditions. 
Hence, the cycles of mirabilite and thenardite crystallization appear to be responsible 
for any significant expansion force”. It is not clear why the authors thought that 
“gypsum formation is a one-time occurrence”. According to above review, the solution 
can be drawn into the concrete continuously during wick action. In the presence of 
sulfate, gypsum crystals can continuously grow. Moreover, the authors pointed out that 
the pH value of the pore solution in the concrete should have been reduced due to 
carbonation, whereas for gypsum formation, the pH value of solution should be less 
than 11.9 [52].  
2. “Despite the extensive alteration of the microstructure and the formation of gypsum, 
the concrete below the solution line was mostly intact with no mass loss, whereas there 
was substantial mass loss at the surface of the cylinder above the solution line. If 
gypsum did not cause scaling below the solution line, there is little reason to suspect 
that gypsum would cause scaling above the solution line. This indicated that salt 
crystallization alone, or in conjunction with gypsum, caused the scaling above the 
solution line. As salt crystallization by itself is known to damage rocks, the presence of 
gypsum is not necessary”. This point seems reasonable, however, the authors did not 
give the quantitative analysis of gypsum. Because according to abovementioned wick 
action, a much higher concentration pore solution will be formed in the cylinder above 
the solution than under the solution, resulting in more severe sulfate attack and 
forming more gypsum. 
3.2.1.4 Chemical analysis 
Several cylinders were cut vertically to obtain a 25 mm thick midsection slice. This slice was 
then cut vertically into two 17 mm exterior sections and one 34 mm interior section. Starting 
at the bottom, the vertical sections were cut horizontally into six pieces 25 mm each. These 
pieces were crushed and pulverized to minus No. 50 mesh. The SO3 contents and Na2O 
contents were determined. The distributions of SO3 contents and Na2O contents are 
schematically shown in Fig. 9. 
The salt distribution in the concrete cylinder provides a powerful evidence supporting that 
salt weathering is not the major mechanism causing concrete damage. 
Based on the above review on the basic principles of salt weathering, supersaturation is the 
key factor for the salt crystallization. The salt crystals will deposit from the solution during 
the process of salt crystallization, however, the salt concentration of pore solution must be 
maintained high for the formation of supersaturation during the whole process. I.e. the salt 
contents should be highest where salt crystallization distress occurs in the concrete. This is 
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the reason why the position where Na2O content is highest corresponds with most severe 
deterioration of concrete exposed to Na2CO3 and NaCl solutions. However the situation is 
opposite in the case of Na2SO4, the position, where SO3 content is highest, locates on the top 
portion of cylinder that shows little or no deterioration ( as shown the black line ). 
 
Fig. 9. Schematic of salt distribution in the concrete cylinders 
In summary, based on the above analysis of indoor tests, two conclusions can be deduced: 
1. Concrete partially exposed to Na2SO4 is susceptive to being more severely deteriorated 
under high RH environment than low RH environment. This appearance is in conflict 
with the basic principles of salt weathering. 
2. The most severe deterioration does not occur in the portion of concrete containing the 
highest sulfates content. This is also in conflict with the basic principles of salt 
weathering. 
3.3 Our tests
 [53, 54]
 
The starting point of our tests is to find a trace of salt crystals in the concrete as a direct 
evidence by means of XRD, SEM and EDS [53, 54]. Sulfate crystals can be easily identified in 
stone [23, 55]. However, in case of concrete elements, it is hard to identify them. Concrete 
technologists always attribute this to the coring and sawing operations when preparing 
samples for experimental analysis, as lapping water can readily dissolve salts from original 
and treated surfaces [2, 3, 4]. However this is not the main cause for the problem. Samples also 
can be taken in a dry manner to avoid the influence of water. Furthermore, In our study, the 
tests were designed to avoid the influence of water within the detection process of sulfate 
crystals.  
Cement paste and cement – fly ash paste specimens and normal concrete specimens were 
partially exposed to Na2SO4 and MgSO4 solution under constant and fluctuating storage 
conditions respectively. After a period of exposure, the specimens were moved out from the 
solution and did not touch solution or water any more. The surface of the specimens was 
cleared by a thin blade and a soft brush. The samples for XRD and SEM were dried in a 
vacuum container with silica gel. 
Na2O distribution 
Deteriorated concrete 
E
le
v
at
io
n
n
 o
n
 c
y
li
n
d
er
, 
m
m
 
SO3 distribution  
Deteriorated concrete
E
le
v
at
io
n
n
 o
n
 c
y
li
n
d
er
, 
m
m
 
Deteriorated 
section 
Na2CO3, NaCl Na2SO4
www.intechopen.com
 
Advances in Crystallization Processes 
 
446 
3.3.1 Cement paste partially exposed to Na2SO4 and MgSO4 solution under a constant 
storage condition 
The test of cement paste specimens (20×20×150mm) partially exposed to Na2SO4 and MgSO4 
solution under a constant storage condition (20°C and 60%RH) is based on the study 
performed by Ruiz-Agudo [42] in which limestone specimens were partially submerged in a 
19.4 g/100ml sodium sulfate solution and a 33.5 g/100ml magnesium sulfate solution 
respectively and located in a controlled environment (20°C±2°C, and 45%±5% RH). Results 
showed that the limestone specimens were severely damaged in both cases. While salt 
weathering by sodium sulfate consisted of a detachment of successive stone layers, 
magnesium sulfate induced the formation and propagation of cracks within the bulk stone. 
Thenardite (Na2SO4) and epsomite (MgSO4·7H2O) crystals were identified by ESEM in the 
pores of limestone. 
Before immersion minor shrinkage cracks were observed in the cement paste specimens. 
These cracks were focused upon in detail because narrow micro-fissures appear to be 
important in the decay process due to the effectiveness of crystallization pressure generated 
by salt growth [37]. So, if crystallization is the mechanism of decay of cement paste, salt 
crystallization should first occur in the shrinkage cracks and sodium sulfate or magnesium 
sulfate crystals should be identified in these cracks.  
 
(a)     (b)     (c) 
Fig. 10. ESEM and EDS analysis of white substance on the surface of shrinkage crack [54] 
(a) ESEM image of white substance (b) EDS analysis of prismatic crystal  
(c) EDS analysis of flocculent crystals 
However, based on the micro-analysis results the sulfate crystals were not detected in the 
atmospheric part of the paste partially exposed to Na2SO4 solution. On the contrary large 
amounts of ettringite crystals, the main chemical sulfate attack product, were identified as 
the reason for paste spalling. Another important observation is that a layer of white 
substance was formed on the surface of shrinkage cracks in the atmospheric part of the paste 
partially exposed to MgSO4 solution. Two distinct crystals can be distinguished: prismatic 
crystals surrounded by flocculent crystals. According to the EDS analysis, the prismatic 
crystal is gypsum and the flocculent crystal is brucite (shown in Fig.10). The products of this 
white substance in the shrinkage cracks are the same as the products in the interfacial zone 
of concrete fully immersed in magnesium sulfate solution [56].  
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3.3.2 Cement – fly ash paste partially exposed to Na2SO4 solution under a constant 
storage condition 
Cement – fly ash paste specimens (20×20×150mm) were partially exposed to Na2SO4 
solution. After 5 months exposure under the constant storage condition (20°C and 60%RH), 
some cracks were found near the upper edge above solution level of the cement-fly ash 
paste specimen. Along the crack, small pieces were carefully broken off using a thin blade. 
The ESEM image of a small piece is shown in Fig. 11.  
  
Fig. 11. Cracks in cement – fly ash paste [54] 
The middle image is the zoomed surface of a small piece with magnification of 25 times. The 
left side is the outer surface of paste in contact with air, and zone A is the surface of a crack. 
Zone B is a small point in the bulk of paste. 
Two distinct parts can be observed at the right and left hand side of the white line in Zone 
A. At the right side a large amount of dense granular crystals cover the surface (Fig. 12), 
while at the left side porous crystals can be found accompanied with white substance (Fig. 
13). It can be found that the crystals at left and right sides are both calcite. However, some 
calcite crystals at left side are peeled off and crystal caves are left. Some crystals are 
honeycombed with small pores. According to the EDS analysis, Na and S are also present. 
Obviously, the crystallization of sodium sulfate results in damage of the calcite crystals. At 
the right side, the calcite crystals show no damage. 
 
Fig. 12. ESEM image and EDS analysis of f the granular crystal at left side [54] 
B 
A 
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Fig. 13. ESEM image and EDS analysis off the granular crystal at right side [54] 
According to the above observation, two conclusions can be drawn: 
1. If salt crystallization is causing crack formation, the salt crystals should be identified at 
the right side in Fig. 11 to form sub-efflorescence instead of in the area in contact with 
air.  
2. Salt crystallization can occur in the calcite crystals.  
As we know, the crack formation is attributed to some expansive products present in the 
paste. When a small piece was broken off along the crack, the inner zone B on the surface of 
piece was a weak part in the paste and the source of crack initiation. The analysis of the 
products in this zone can disclose the real reason for the crack formation. Fig. 14 shows the 
ESEM image of the surface of Zone B. 
 
  
Fig. 14. ESEM and EDS analysis of white square [54] 
In Fig. 14, a large amount of short needle crystals are found in this zone. According to the 
EDS analysis, there are Ca, Al, Si, S, Na, and O elements. Combining the XRD analysis, 
thenardite was not identified and the crystals were ettringite. 
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3.3.3 Cement – fly ash paste partially exposed to Na2SO4 solution under a fluctuating 
condition 
Specimens (10×40×150 mm) were placed in a fluctuating condition (40±2°C and 35±5% RH 
for 24 hours, 10±1°C and 85±5% RH for 24 hours). After 3 cycles they were broken into 
several small pieces along some cracks. We checked the products on the surface of a crack. 
Fig. 15 shows the SEM image and EDS analysis. 
    
Fig. 15. SEM image and EDS analysis of the surface of a crack [54]  
It can be found that a large amount of needle-like crystals grow on the surface like a 
hedgehog. Some pores are filled with a cluster of the needle-like crystals. Based on the EDS 
analysis and combining the XRD analysis, the needles are ettringite. 
3.3.4 Normal concrete partially exposed to Na2SO4 and MgSO4 solution under a 
constant storage condition  
As we know, in concrete the weak interfacial transition zone (ITZ) plays a particularly 
important and even determining role in the main characteristic of concrete. A number of full 
immersion tests already showed that concrete deterioration occurred first in the ITZ by 
sulfate attack [56-60]. In this test, the concrete was made with just cement and aggregate to 
emphasize the role of ITZ in concrete deterioration. The concrete specimens (10×40×150 
mm) were partially exposed to Na2SO4 and MgSO4 for 8 months. The results showed that: 
(1) the harmful effect of MgSO4 is much weaker than Na2SO4. This appearance also cannot 
be explained by the mechanism of salt weathering. This will be discussed in detail in section 
4; (2) in the case of Na2SO4, damage also initiated in the ITZ. A large amount of gypsum 
crystals were formed on the surface of cement paste of ITZ in the upper part of concrete 
above solution (shown in Fig. 16).  
Besides, the effect of carbonation on the salt weathering on concrete was studied. Before 
exposure a group of concrete cylinders were placed in an accelerated carbonation chamber 
with 10% CO2 concentration at 20 ± 2 oC and 60% ± 5% RH for 14 days. Then, these cylinders 
were partially exposed to Na2SO4 solution. After 8 months exposure, the carbonated 
cylinders were deteriorated more severely than normal concrete (shown in Fig. 17). 
During the process of cleaning the surface of cylinders, a lot of small mortar pieces could be 
easily brushed off. According to the XRD analysis (Fig.18) Na2SO4 crystals and CaCO3 
crystals were present in the mortar. This appearance also means that salt crystallization can 
occur in the CaCO3 crystals.  
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Fig. 16. ESEM image and EDS analysis of surface of cement paste [53] 
 
Fig. 17. Visual observation of normal and carbonated concrete specimens exposed to sodium 
sulfate solution [53] 
 
Fig. 18. XRD pattern of mortar [53] 
In summary, according to the above test results, two main conclusions can be deduced: 
1. Sulfate crystals cannot be identified in the cement paste or concrete partially exposed to 
Na2SO4 and MgSO4 solutions. The chemical reaction products, ettringite, gypsum and 
brucite, were the determining factors for material damage. 
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2. Salt crystallization can occur in the calcite crystals, the carbonated products of concrete.  
3.4 Summary  
The “salt weathering” on concrete was just received a lot of attention in the recent years. 
Based on the above analysis of a limited number of research reports, the experimental 
results already showed convincing appearances that were completely opposite to the basic 
principles of salt weathering distress on porous materials. On the contrary, the experimental 
results of long term field tests and indoor tests rather tended to indicate that chemical 
sulfate attack is the mechanism for the concrete damage. 
4. Further research 
According to the limited literature review, the conclusion can be made that the so-called 
“salt weathering” on concrete in effect is rather chemical sulfate attack. In order to 
systematically disclose the principles of this appearance, some issues should be further 
studied. 
4.1 Study of the reason why salt crystallization cannot occur in concrete 
The reason why salt cannot occur in concrete may be explained as follows: 
Sulfates likely do not crystallize in a cement paste because in the highly alkaline pore 
solution other less soluble salts, e.g. ettringite, or gypsum, are preferably precipitated 
according to chemical equilibria theory. Salt crystallization in porous materials is difficult 
because salt crystallization occurrence has to reach and even exceed a threshold-
supersaturation. However, the chemical reactions in pore solution can occur regardless of 
the sulfate concentration and decrease the possibility of physical attack due to consuming 
sulfates and decreasing the sulfate concentration of pore solution, moreover, high 
concentration solution will increase the rate of chemical reaction. This will make it is very 
difficult that the pore solution reaches supersaturation.  
In Fig. 9, the SO3 distribution showed some powerful evidence that the sulfates were 
consumed, resulting in the severest concrete damage. I.e. if there was no chemical reaction 
and if it were salt weathering causing concrete damage, the ion distribution curves of 
Na2SO4 should show similar features to Na2O distribution of Na2CO3 and NaCl. Certainly, 
this explanation is not convincing enough to disclose the mechanism. Further studies may 
be performed through thermodynamic calculation to check the negative effect of chemical 
reaction on the supersaturation formation.  
4.2 Study of the concentration of solution on the formation of pore solution zone in 
concrete  
In the previous tests, an opposite appearance to salt weathering was that the concrete was 
susceptive to be damaged under a higher relative humidity condition. Combining the role of 
relative humidity in wick action and chemical sulfate attack, it can be explained that a wider 
sulfate pore solution can be formed in the upper part of concrete in contact with moist air 
and chemical sulfate attack occurring in the pore solution zone resulted in concrete damage. 
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In our previous study [61], the pore solution expression test method was used to squeeze the 
pore solution in the cement paste. Cement paste samples were partially exposed to 10% 
Na2SO4 solution under the constant storage condition (20°C and 60% RH). The sulfate 
concentrations of pore solution in the lower part under solution (labeled L), film zone 
(labeled M) and efflorescence zone (labeled U) (shown in Fig. 4) were measured 
respectively. Fig. 19 gives the results. 
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Fig. 19. SO42- concentration of different parts of the cement paste partially exposed to the 
10% Na2SO4 solution [61] 
The results confirm that a pore solution zone can be formed in the efflorescence zone in the 
concrete, and the sulfate concentration was much higher than the lower part under solution 
and even the exposure solution (10% by mass). The strong chemical reactions occurring in 
this high concentration pore solution cause severe concrete decay. This also confirms the 
wick action theory.  
Certainly, the ambient temperature and relative humidity of environment are always 
fluctuating. The boundary, the sulfate concentration and the formation time of pore solution 
zone were controlled by the evaporation rate due to the interactive effect of temperature and 
relative humidity. To study the pore solution zone formation needs further study. 
4.3 Study of chemical sulfate attack mechanism  
As we know, the main hydrated phases of cement paste are calcium silicate hydrate (C-S-H), 
calcium hydroxide (CH), calcium aluminate hydrate (C-A-H) ettringite (AFt) and mono-
sulfoaliuminate (AFm). However, these three hydrated phases are not stable in the external 
environment containing sulfates. The following reactions can occur [62]:  
 Ca(OH)2 + C-S-H + SO42- + H2O → CaSO4·2H2O  (7) 
 Ca(OH)2 + C-S-H + MgSO4 + H2O → CaSO4·2H2O + Mg(OH)2 + SiO2·xH2O (8) 
 3CaO·Al2O3·Ca(OH)2·(12-18)H2O+SO42-·2H2O+H2O→3CaO·Al2O3·3CaSO4·32H2O  (9) 
 Ca(OH)2 + C-S-H + SO42- +CO32- + H2O → CaSiO3·CaCO3·CaSO4·H2O  (10) 
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The main reaction products are gypsum, ettringite, thaumasite, brucite and silica gel. 
Gypsum and ettringite are the common products of sulfate attack. Brucite and silica gel are 
found in case of magnesium sulfate. Thaumasite is formed when CO32- is presented. 
However, the product formation depends on the exposure conditions, such as sulfate 
content and pH value of sulfate environment, temperature and relative humidity. 
Concerning gypsum, Bellmann et al have discussed the influence of sulfate concentration 
and pH value of solution on the gypsum formation in detail [52]. They indicate that 
portlandite will react to gypsum at a minimal sulfate concentration of approximately 1400 
mg/l (pH=12.45). With rising pH, higher concentrations of sulfate ions are needed for the 
reaction to proceed. Between pH values of 12.45 and 12.7, the sulfate concentration slowly 
increases, whereas it rises dramatically from that level on. In solutions in which sodium ions 
are the counterpart of the hydroxide ions, the precipitation of gypsum can take place until 
pH values of approximately 12.9. Beyond that mark, a further increase of the sulfate 
concentration is unable to lead to the formation of gypsum [52]. 
Concerning ettringite, ettringite is not stable in an environment with pH value below 11.5-
12.0. At this low pH range, ettringite decomposes and forms gypsum [63, 64]. 
Concerning thaumasite, a number of experimental studies show that a high pH value (above 
10.5) is in favor of the thaumasite formation [65-67]. If the pH value drops below 10.5 and even 
further towards 7, thaumasite is unstable, calcite and another calcium-bearing phase will be 
generated in the field cases [68, 69]. Thaumasite formation needs a relatively cold condition 
(below 15oC) [70]. 
In summary, the sulfate concentration, pH value and temperature control the reaction 
products. 
Normally, in the full immersion test, 5% sulfate solutions stored at 23.0 ± 2.0°C are used in 
laboratories [71]. Compared to ground water in the field, a 5% sulfate solution used in the 
tests is much more concentrated [72]. Thus, the concrete immersed in the 5% sulfate solution 
can be regarded as an accelerated test. However, a high sulfate contents pore solution 
(higher than 5% and 10%) can be formed in the concrete in contact with air (Fig. 19) [61]. Due 
to concrete carbonation the pH value of pore solution in the concrete will decrease. The 
ambient temperature during the process of salt weathering in the field is always fluctuating. 
The exposure conditions of “salt weathering” on concrete are different from the full 
immersion tests. According to the XRD analysis, the results of long term field tests and 
indoor tests indicated that gypsum likely was the main reaction products and responsible 
for the concrete damage [2, 45, 46, 53]. Certainly, the mechanism of chemical sulfate attack 
should be further and systematically studied. 
4.4 Study of the role of mineral additions in “Salt weathering” on concrete 
An important result of long term field tests is the negative role of mineral additions in the 
concrete sulfate resistance. Normally, the indoor tests [74-80] always showed that the mineral 
additions can improve the sulfate resistance of cementitious materials based on the full 
immersion in 5% sulfate solutions stored at 23.0 ± 2.0°C. However, the long term field tests 
showed that the mineral additions accelerated the concrete decay.  
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As pointed out by Mehta [73], when concrete is fully immersed in the sulfate solution, for the 
prevention of sulfate attack “control of permeability is more important than control of the 
chemistry of cement”. The pore size refinement due to mineral additions will prevent the 
sulfates to penetrate into concrete and lighten the negative effect of sulfate attack on 
concrete. Therefore, a number of previous researches all supported the idea that the mineral 
additions, such as fly ash, slag powder, silica fume and metakaolin, play a positive role in 
making sulfate-resisting concrete [74-80], not depending on the exposure conditions (sodium 
sulfate, magnesium sulfate, or ammonium sulfate). 
However, in the case of partial immersion the pore size refinement due to mineral addtions 
will contribute to an increase in the capillary sorption height following Eq. 5. The pore 
solution expression tests showed that this process can draw more sulfates into fly ash 
concrete than into normal concrete, resulting in a pore solution with a higher sulfate 
concentration as shown in Fig. 20 [61]. 
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Fig. 20. SO42- concentration of the pore solution in efflorescence and film zone of cement 
paste and cement-FA paste exposed to 5% Na2SO4 solution [61] 
Another reason for mineral additions to lighten the negative effect of sulfate attack on 
concrete is the dilution effect induced by the partial cement replacement since it entails a 
reduction in the C3A content [81]. Thus, based on laboratory tests mineral additions have 
always been regarded as an effective constituent to increase concrete’s sulfate resistance in 
the field [82]. However, people maybe just remember the good things and ignore the bad 
ones. In the 1960s and 1970s extensive studies at the U.S. Bureau of Reclamation had 
reminded that [83, 84] concretes containing 30 percent low-calcium fly ashes showed greatly 
improved sulfate resistance to a standard sodium sulfate solution. However, the use of high-
calcium fly ashes generally reduced the sulfate resistance. The high-calcium fly ashes 
containing highly reactive alumina in the form of C3A or C4A3Ŝ are therefore less suitable 
than low-calcium fly ashes for improving the sulfate resistance of concrete. Taylor also 
pointed out that if slag has low alumina content, it improves the sulfate resistance, but with 
a high content of alumina, the reverse is the case [85,86]. M. Nehdi[47] also pointed out that it 
should not be overlooked that fly ash contains a large amount of reactive aluminum and 
that binders with an increased Al2O3 content can be more susceptive to the formation of 
ettringite. P. Nobst and J. Stark [87] carried out a very interesting test. Hardened cement 
5% Na2SO4 
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pastes modified by different mineral additions were ground to a fineness of <200 μm and 
were mixed with stoichiometric parts of high quality gypsum powder (CaSO4·2H2O) and 
chemically produced calcite (CaCO3) as well as with an excess of 20% of distilled water to 
investigate the thaumasite formation without the physical obstacle. The products 
identification showed unexpected results: (1) concerning cement-FA paste, the amount of 
ettringite increased with an increasing Al2O3 content at 20 °C while at 6 oC fly ash promoted 
a little more thaumasite formation; (2) slag cements which are generally classified as high 
sulfate resisting cements showed the most intensive thaumasite formation; (3) the use of 
micro-silica strongly accelerated the thaumasite formation. These findings indicate that 
mineral additions have a potentially negative effect in the concrete’s resistance to sulfate 
attack depending on the exposure conditions. In the paper [87], the negative effect emerged 
due to no physical obstacle.  
In the fly ash the aluminum phase existing as solid glass spheres is stable, but can be 
activated in a thermal, mechanical or chemical way [88]. It should be noted that Na2SO4 is an 
effective activator which is often used to activate the pozzolanic fly ash reaction in cement-
fly ash pastes [89, 90]. What is worse, the ambient temperature may rise and also play a 
positive role in activating the aluminum phase, promoting the ettringite formation. 
According to the thermal analysis results [61], the cement and cement – fly ash (25%) pastes 
were immersed in the 5% Na2SO4 solution at 30 oC for 6 months. The amount of ettringite in 
the cement and cement-FA pastes amounted to 0.173 mg /mg and 0.217 mg/mg 
respectively. On the other hand, more gypsum was also detected in the cement – fly ash 
paste than cement paste. Fig. 21 is the thermal analysis of pastes exposed to 15% Na2SO4 
solution at 30oC for 6 months. More ettringite and gypsum were generated in the cement – 
fly ash paste than in cement paste. Moreover, according to the wick action, 15% Na2SO4 can 
be formed in the upper portion of concrete in contact with air during the process of “salt 
weathering” on field concrete. 
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Fig. 21. Thermal analysis of pastes partially immersed in the 15% Na2SO4 solution at 30oC 
for 6 months [61] 
In the paper [87], the negative effect of mineral additions on concrete sulfate resistance 
opposite to the normal results was attributed to no physical obstacle. In the process of “salt 
weathering” on concrete, a similar no physical obstacle appearance also can be defined. As 
abovementioned, solution goes into concrete by capillary suction. For porous materials, the 
capillary suction is a kind of active process, i.e. the solution is invited into the concrete. This 
can also be regarded as a no physical obstacle process. The sulfates can homogeneously 
Cement Cement – fly ash 
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distribute in the cement paste similar to the alkali activated cement in which Na2SO4 and 
powders are mixed before adding water, resulting in Na2SO4 homogeneously distributing in 
the cement paste.  
In summary, concerning the role of mineral additions in the sulfate attack on partially 
exposed concrete, the exposure conditions and the solution transport mechanism are 
different from the full immersion cases. It needs further research.  
4.5 Study of the effect of different kinds of sulfates in “salt weathering” on concrete 
As abovementioned, Ruiz-Agudo [42] studied salt weathering distress of limestone 
specimens submerged in sodium sulfate and magnesium sulfate solutions respectively. The 
results showed that these two sulfates both severely damaged stone. 
In the full immersion attack, because of the simultaneous significant decomposition of the  
C-S-H gel that accompanies the formation gypsum and ettringite, admittedly, people think 
the overall corrosive action of magnesium sulfate is greater than that of sodium sulfate [81, 91] 
However, during the process of “salt weathering” on concrete, the test results showed the 
opposite appearance. Nehdi and Hayek [47] observed the appearances of the cement mortar 
partially exposed to 10% sodium sulfate and magnesium sulfate solution in a RH cycling 
between 32±3% and >95% condition respectively. The results showed that a large amount of 
efflorescence covers the surface when mortar is exposed to sodium sulfate solution. On the 
contrary, the surface of mortar subjected to magnesium sulfate solution is clean. It seems 
that sodium sulfate performs more corrosive effect on mortar than magnesium sulfate. The 
tests [53] also showed the same results. The aggregates and cement paste were completely 
separated in the upper part of concrete after 8 months exposure. However, the samples 
exposed to magnesium sulfate solution showed little damage. As shown in Fig. 22. 
  
Fig. 22. Visual observation of concrete specimens partially exposed to Na2SO4 and MgSO4 
solutions [53] 
This appearance may indicate that the concrete damage cannot be explained by salt 
weathering. First, MgSO4 showed a harmful effect on stone due to salt weathering. As a 
porous material concrete should also show a similar scaling manner. Secondly, Fig. 23 
shows the surface tensions of NaCl, Na2SO4 and MgSO4 [92]. According to Eq. 5 the 
equilibrium heights of capillary rise of sodium sulfate and magnesium sulfate should be 
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almost the same, showing similar efflorescence zone due to salt weathering. The reason for 
the opposite appearance of MgSO4 in concrete may be the insoluble brucite due to chemical 
reaction that blocks the capillary. The role of sulfates in the “salt weathering” on concrete 
also needs further research. 
 
Fig. 23. Surface tensions of NaCl, Na2SO4 and MgSO4 [92] 
4.6 Study of the role of concrete carbonation in “salt weathering” on concrete 
The negative effect of carbonation on corrosion of reinforcing steel in concrete is well 
known. As to the sulfate attack on concrete, as a result of carbonation, the total porosity 
would be reduced and the permeability of concrete could be improved [93-94]. So, Gao [95] 
pointed out that the carbonation layer could mitigate diffusion of sulfate ions to some extent 
in the full immersion situation.  
However, when the concretes are partially exposed to sulfate solutions, the situation may be 
different. V.T. Ngala [94] studied the effect of carbonation on the ratio of capillary to total 
porosity of cement paste. The results showed that the capillary pore fraction greatly was 
improved after carbonation (shown in Fig. 24). This will promote the capillary suction of 
concrete, forming a more severe sulfate pore solution in the concrete and resulting more 
severer concrete damage. 
  
Fig. 24. Ratio of capillary to total porosity of non-carbonated and carbonated paste [94] 
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From Fig. 24, compared to cement paste, the ratios of capillary pores fraction of cement + 
30% FA and cement + 65% BFS were higher than cement paste after carbonation. Some 
research showed that blended concrete has high carbonation rate [96], high degree of 
carbonation [97] or large carbonation depth [98] compared to the ordinary cement concrete. 
The carbonation susceptibility of blended concrete may be another reason for the negative 
effect of mineral addition on sulfate resistance of partially exposed concrete.  
Besides, according to the review of indoor tests of “salt weathering” on concrete, two 
experimental results were observed showing that sulfate crystallization can be detected in 
the calcite crystals, the carbonation products of concrete (Fig. 12) and that carbonation could 
accelerate the concrete damage (Fig. 17). It might be that the efflorescence also occurs after 
concrete carbonation.  
In summary, the effect of carbonation on sulfate resistance of partially exposed concrete is 
not clear. Further research will contribute to disclose the mechanism of “salt weathering” on 
concrete. 
5. Conclusions 
“Salt weathering” on concrete by sulfates is a deceptive and misleading phenomenon. In 
this paper, according to the comparison between the basic principles of salt weathering on 
porous materials and the abnormal appearances of “salt weathering” on concrete, the 
conclusion can be drawn that the salt weathering distress is not the major reason causing 
concrete damage when partially exposed to the sulfate environment. Chemical sulfate attack 
occurring in a high concentration pore solution is more likely the degradation mechanism 
for concrete deterioration similar to the full immersion cases of sulfate attack on concrete. 
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